
F 250

- SPDT relay 
contact

- Intensity
   Indicator and 
   measuring
   output

 4 (0)…20 mA

Gas Oil
Chem. or 

other waste
products

Coal Wood

differ. electrode
FFS 05
FFS 05 UV-1
FFS 06 UV-2
FFS 06
FFS 06 UV-1
FFS 06 UV-2

FFS 05            
FFS 05 UV-1
FFS 05 UV-2
FFS 05 UV-3

FFS 05-1 FFS 05

F 150, F 151-I
F 200 K1/2 IR-1
F 200 K1/2 UV-1
F 200 K1/2 UV-2

F 250
F 200 K2 UV-1
F 200 K2 UV-2
F 200 K2 UV-3

          F 150
F 250

F 200 K2 IR-1

  FuelFuel

FlameFlame
MonitoringMonitoring
DeviceDevice

FlameFlame
scannerscanner

MonitoringMonitoring
applicationapplication

MonitoringMonitoring
principleprinciple

F 250
F 200 K2 IR-2

F 151 I
(Ionization) 

-  closing
   relay contact
- test jacks for
   Intensity

F 150

- SPDT relay 
contact

- Intensity
   Indicator and 
   measuring
   output

 0…20 mA

SignalSignal
OutputOutput

Change of radiation 
IR + UV

Change of
radiation IR

Ionization

Single burner
Multiple-

Burner plant
(selective

monitoring)

Firing chamber Grate firing

F 200 K
(Compact)

- SPDT relay 
contact

- Intensity
   Indicator and 
   measuring
   output

 4 (0)…20 mA

Selection Criteria for Flame Scanner 
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